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A VERY SENSITIVE AMPHIBIOUS LOOP MAGNETOMETER

Introduction and Overall Description

Project Deep Dip of the U. S. Naval Ordnance Laboratory,
White Oak, has produced an undersea loop detector of exception-
al sensitivity and noise figure. It was designed to be carried
by the Automatic Instrumented Diving Assembly (AIDA), the Deep
Dip diving vehicle, to any depth in the ocean. There it will
record electromagnetic data on a tape recorder and other
recording devices carried in the pressure-proof instrument
sphere of AIDA.

Like the other items useo with AIDA, it is designed to
withstand at least 20,000 psi of sea pressure, greater than
that of any known sea depth. It will take ten tons in tension
on its axis.

The ultimate sensitivity or minimum detectable signal,
varies with frequency, f. In air, over the range f = I--
5,000 cps it is given approximately by

Minimum Detectable signal Z x 10-9 gauss for a
1 cps bandwidthf (1)

The Deep Dip loop magnetometer can be used in air as well
as in water except that without the shielding effect of a mile
or more of salt water, atmospheric noise may determine the
usable sensitivity. The present size was chosen as the maximum
which could be readily carried in a truck. The principles of
design may easily be adapted to other applications. They are
best illustrated by a description and discussion of the present
magnetic loop detector.

The Deep Dip electromagnetic loop antenna consists of
3 concentric, mutually perpendicular, 7 ft. dia. loops made
of commercial "Mineral Insulated" #0000 copper power line
cable. A single turn is used for each loop. The copper sheath
over the magnesium oxide insulation (O.D. 0.70 inch) is wrapped
with glass cloth impregnated with epoxy resin, giving 1.5 inches
total diameter. The three loops are insulated and bonded to
each other where they cross. The rigid fiberglass casing on
the copper and Mg0 2 core provides a structure not apt to be
deformed by accidental abuse. No corrosion current can arise
on the loops. A vertical axis of fiberglass tubing gives the
antenna structural stability and great strength in tension.
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NOLTR 63-102

The pressure proof amplifier case on the top end of the
vertical axis holds three 1:30,000 step-up transformers
designed for a 1 milliohm source impedance between 1 and
1,000 cps. Each pair of loop ends pass into an oil filled
junction box under the amplifier case where the loop ends are
anchored and the loop signals are led through pressure seals
to the transformers inside the pressure proof case.

The copper shield of the commercial "Mineral Insulated"
cable is electrically connected to the amplifier case at one
end where it is led into the oil filled junction box through
a commercial connector of brass. The other end of the cable
is led into the junction box through a specially machined
connector of fiberglass which insulates it from Lhe case.
The attached cable and connectors are then wrapped with fiber-
glass.

The output of each transformer is brought directly to the
first grid of a 6072 low noise dual triode used in a two stage
preamplifier.

The preamplifier output is taken through pressure seals
to an oil filled junction box on top of the pressure case.
A readily changed rubber insulated cable brings battery
power from the large instrument sphere of the diving-vehicle
and carries back the preamplifier output to the recorders in
the sphere. An opening in the junction box, capped by a
rubber bag, transmits the sea pressure to the oil, and yields
when the oil expands or contracts with temperature or pres-
sure. There is very little differential pressure on the
cables or on the stuffing glands or connectors, through which
they enter the junction boxes.

The vector sum of the amplifier outputs of the three
mutually perpendicular loops provide an omnidirectionaldetector giving magnitude and direction of the incident field.
The result of simply adding the three outputs would be
equivalent to a single loop with a new null direction inter-
mediate to the separate nulls.
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Definition of Ultimate Sensitivity

The minimum detectablP signal or ultimate sensitivity
of a loop detector is defined as that level of alternating
magnetic field which induces a signal at the output equal
to the self-noise at the output.* The field is the component
elong the loop's axis. Detector self noise varies with band-
%.idth, while induced signal is proportional to frequency so
that the signal frequency and detector bandwidth must be
specified when comparing loop performance.

The Deep Dip magnetometer was designed for use under
miles of salt water where atmospheric and industrial noise
are very low. While experimental checks on the ultimate
sensitivity in air will be describPd, the limit to sensi-
tivity must first be calculaLtu and the physical factors
making for sensitivity, clarified.

Basic Loop Sensitivity

A copper loop in a varying magnetic field has an inherent
limit to sensitivity; the induced signal voltage E, must equal
or exceed the thermal noise voltage e, of the loop's copper.
By equating the expression for E to that for e, the ultimate
detectable signal Is determined:

The induced voltage in a single loop is

E -/,A 2ifH in MKS units
2 -6 (2)

- 6.20lfHD2 x 106 volts rms

where

f - frequency of signal

41 1Yx 10-7

A - loop area - Y/4"D 2

D - diameter - 7 ft. - 2.133 meters

H - rms magnetic field intensity

*This definition is somewhat arbitrary since a signal below
the noise level iaay also be deLected, but it is a convenient
and definite standard for comparison.
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The thermal noise voltage, e, of any device of resistance
R, is an an unavoidable quantity, not dependent on the compo-
sition. If R is constant over the frequency range of band-
width B, the noise is given byq

o= - 4KTBR volts rms
10o (3)

W 1.28 x 1.0 RfRB1

where

K = Boltzman'b constant - 1.38 x I0

T - temperature of resistor in * Kelvin , 273 + °C

- 298

Expressing loop resistance R in terms of length, cross
section, and resistivity

4 u4D
R I Dp = (4)

a - wire diameter - 0.46" - 1.168 x 10-2 meters

p - specific resistance - 1.7 x 10-8 for copper

Substituting (4) in (3)

e - 2.56 D½/a VPB x 10-10

Setting E - e and simplifying

H - 4.13 Vfi x i0"5 (5)

f a D3 / 2

1.51 x 10- ampere turns/meter for a 1 cps
bandwidth

(Sa)

- 1.9 x 10" gauss (5b)

- 1.9 x 10'4 gamma (5c)-F-

Equation (5) shows the sensitivity to vary as a and D
'1hi, i.i.c set-itivity can be reduced but never improved by
IIIsLLumentation after the loop.

4



NOLTR 63-102

"The Transfurmer-Input Preamplifier

The minimum signal level of the single turn 7 ft. die.. 1 2
loops is very low. It equals the thermal level or 4.0 x I0
volts for a 1 cps bandwidth and 4.0 x 10-Il volts for a 100 cps
bandwidth. Such a signal would be lost in the input noise
of practically any amplifier or electronic instrument. A
transformer with very high step up is capable of raising the
voltage outpuat of the loop (thermal noise and signal alike)
well above the input noise of a vacuum tube. The additional
transformer noise can be negligible. It is esseitial that
the transformer carry little or no direct current so that the
flux density in the core is low, below the hysteresis level.
Otherwise, abrupt jumps in magnetization (Barkhausen effect)
may generate a relatively large noise voltage. Also, eddy
current losses are equivalen• Lu a resistance at higher
frequency and are capable of producing higher frequency
thermal noise. Only the secondary resistance is appreciable
in the Deep Dip transformer. The transformer input pge-
amplifier of Figure 2 with a voltage gain of 4.5 x 100 will
bring the minimum signal well above the input noise of an
ordinary amplifier, and so of all electronic instruments.
However, the preamplifier tubes will add appreciable noise
near 1 cps.

The noise of a vacuum tube is usually expressed as that
value of grid resistor which at room tmperature would produce
a thermal noise output equal to that observed.

The 2 "shot noise" of a triode 4s inherent, its value is
given by

2.5 ohms - 1600 ohms forr. transcon tance a 6072 triode (6)

Especially for oxide coated cathodes there is an additional
rindom noise voltage e due to "flicker effect" in which
eo varies inversely wfth frequency. Using a narrow band
haimonid analyzer, measurement shows the equivalent flicker
noise resistor, ro , to be about 5 x 104 ohms at 20 cps.

2
By equation (3) ro oc e0
but e 2oc , then i. constant (7)

ivaluacing the constant by substituting noise value measured
at f = 20,

5
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106 (8)

The total noise resistance of the tube is then

r s + ro 1600 + 106 ohms (9)7--

Overall Detector Sensitivity

The overall detector sensitivity will now be calculated
by setting the stepped-up loop signal at the first grid equal
to the sum of the stepped-up loop thermal noise, the trans-
former noise and the equivalent Init noise of the first tube.
The second triode too adds output noise voltage, but less
by a factor of 12, the gain of one stage. When unrelated
noise voltages V1 and V2 are added, the sum is given by

'V2+ V2
2 .

The second tube increases the tube noise voltage at the
output by a factor of

N 1 + (1/12)2

or only 1.0037.

The equivalent circuit: brought to the tube grid is given
by Figure 3. Let it be taken as a fact of measurement and
calculation that up to several hundied cps, the net effect
of the reactances in Figure 3a is to give an imperceptible
rise in output voltage, and a decrease at higher frequencies
where the step-up is more than adequate. The equivalent noise
circuit may then be simplified to Figure 3b.

The transformer has a step up N = 3 x 104 for vQltage,
impedances are therefore stepped up by a factor of N or
9 x 108.

By equation (2) and Figure 3 the signal brought to the
grid is

6



NOLTR 63-102

NE - .201 fHD2 x 10 x N - 8.47 x 10-1 fH*
(10)

loop resistance - 1.1 x 10-3 ohms

Summing noise sources:

Transformed loop resistance - 1.1 x 10-3 x N2

I 9.9 x 105 ohms

Transformer secondary resistance - 1.2 x 104 ohms

Equivalent triode noise resistance - 1.6 x 103 + 106

Total noise resistance R - 106 + 106 106 (1+1) ohms

(11)

When R is not constant over a frequency band from f. to
fl, the thermal noise generated in that band isl

e 4KT Rdf (12)
fo

Substituting equation (11) in equation (12), integrating and
setting e - NE

H 1x 10 (f-f 0  + lOfe Al ampere turns/meter
(13a)

ff

f - signal frequency in the pass band fl-fo

For a 1 cps bandwidth the minimum detectable field is

1 -f 7a/ L--1"9 1 +I loge f-l 0 gus
- 51 i + loge x1 0  a/m f. + og i0-9

1+1~ xvgauss

(14)

"n--..." ;-an:iy N-.-.'7fH volts/amp-turn/meter is the "voltage
sensitivity" of the detector at the tube input. When multiplied
by the gain of the preamplifler and succeeding amplifiers, it is
Lhe overall voltage sensitivity of the detector. It applies
only to a signal above the minimum detectable level.
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The quantity under the radical is the overall noise
factor of the magnetometer compared to the copper loops. It
is due to flicker noise in the first tube.

Between 1 and 2 cps the noise factor is 1.69 or 2.3 db

between 10 and 11 cps 1.086 or 0.36 db

at 100 cps 1.01 or 0.05 db

The loops may be used at frequencies below f the half
power point, where the transformer primary impedance equals
the loop resistance. To calculate the reduced sensitivity,
the induced voltage NE and the transformed loop resistance
are both divided by

1 +fL
f

The resulting general expression is cumbersone, but for fre-
quencies well below fL, a good approximation is

H - Ll (f1-f ) + log .1. •fY x 10-9 gauss (15)
f 0f

fL = 0.7 cps

The Vprification of Sensitivity

It is usually impractical to measure sensitivity directly,
by noting the obliteration of a known sitnal in the thermal
noise background. Atmospheric and industrial noise are too
high. But, if the voltage response of the transformer and
loop are verified at a higher signal level and the input
noise of the vacuum tube amplifier is known, the ultimate
sensitivity of the combination is determined. This assumes
negligible Barkhausen noise from the transformer, an attain-
able situation.

The gain of the transformer was checked by driving it
from a 1 milliohm source as shown in Figure 4. The apparent
gain of 27,500 is due to the loading of the 1 milliohm source
by 11 milliohms, the transformed resistance of the 10 megohm
voltmeter. The voltage ratio le-ween the standard and 1
milliohm resistor was found by sending a heavy 60 cycle current
ti. : thr! p•:-r =d measuring with a calibrated multirange
VTVM. The signal source was inadequate to permic direct
reading on the primary.

8
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A second check was made by raking a 7 ft. loop and trans-
former preamplifier far back into the wooded area of the
Laboratory. A direction of minimum power line pickup was
found and the amplifier output was put through a narrow band
wave analyzer at frequencies between the power line harmonics.
Signals were generated by smaller loops at some distance,
passing known currents. Formulas are available for the mag-
netic field produced.- The voltage sensitivity was verified.

Under favorable conditions a direct check of ultimate
sensitivity might be possible with this procedure.

Finally, at sea with power generators off, a minimum
noise level was observed corresponding to that calculated for
the thermal noise of the loop.

Loop Impedance When Immersed

In addition to copper resistance and radiation resistance,
a loop immersed in sea water has a resistance due to eddy
currents induced in the water by the magnetic field of aay
current in the wire. The loss resistance has thermal noise
even though negligible current flows in the loop. Also the
eddy current's magnetic field partially annuls the generating
field, causing a reduction in inductance compared to that in
air.

The impedance of a conductor in sea water with heavy
insulation is less affected by eddy current than a thinly
insulated conductor, since the water is displaced from the
most intense field.

The exact impedance formula for a heavily insulated
loop in sea water is not available. However, the impedance
lies between two limits which have been solved, a thinly
insulated loop, 4 and a loop lying inside a dielectric sphere.5
The first case gives the maximum possible increase in resistance
and reduction in inductance.

First, the radiation resistance in air is

•ow4 a 4

Rai - ohms'24air 6C3  (16)

w 5 x 10-29 f 4 ohms for the 7 ft. loop

a - Loip radius - 1.067 m

9
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w- 2fir

4 4rx l107

C - 3 x 108 m/sec

The total induced resistance of a thinly insulated loop
in sea water is

3 2
Rsea 99 3Mea (4-lrpt) + Rair (17)

a - sea water conductivity

- 4 mhos/meter

The inductance of the loop in air is

Lair ,1p0 ( In 8a - 7 7.09/AhLair -5- 4-(18)
b - wire radius

The inductance in sea water is

Lsea w Lair - ,,, 41'r 3  (19)
3

The characieristics of the present loop are approximately
the same in sea and air to 1KC.

Upper Frequency Sensitivity in Sea Water

When eddy current resistance is comparable to copper
resistance in the loop, the ultimate sensitivity formula based
on copper resistance, must be revised. Past the frequency
where eddy current resistance exceeds the copper resistance,
the sensitivity of a submerged loop detector will be constant:

Eddy current resistance increases (approximately at least)
as f2 ; Thermal noise voltage therefore increases as f;
Induced signal emf also increases as f; therefore ultimate
sensitivity of the loop is constant.

10
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Choice of Loop Turns

The single turn of the Deep Dip detector loops may
require an explanation: If a single loop of fixed copper
cross section is divided into m turns, each turn will have
m times the resistance of the full cross section while m
turns in series will have mZ times the resistance of one
full cross section turn. ithe induced emf of m turns is
multiplied by m w~ile the inductance of m closely-wound turns
is increased by m . In short, the m turn coil is equivalent
to the single tuin with an ideal transformer of step-up m,
in voltage, resistance, inductance, and ultimate sensitivity,
but not in distributed capacitance.

The distributed capacitance -f an m turn coil is greater
than that of an equivalent single loop, therefore the capaci-
tance shunt reactance is lower. The resonant frequency is
lower than in a single loop. In a transformed single loop the
c~pacitative and inductive reaqtance are both multiplied by
m (arid the capacitance by l/mi) with the resonant frequency
unchanged. Like the multi turn loop, an actual transformer
will add distributed capacitance, but much less because of
the smaller diameter on which the turns are wound.

It is assumed that the primary inductance is adequate
for the lowest required frequency. In this connection, no
advantage in smaller core size or fewer turns results from
dividing a required step up between loop and transformer.
For instance, if a 30,000 step up is required for a single
loop of given diameter and cross section, then a 30 turn
ioo0 of the same diameter and copper cross section will have
(3052 times the single loop impedance. Using the same core
and secondary as foUL Lhe single loop, the primary turns will
have to be increased 30 times to have aaequate impedance and
the step up is reduced to 1,000.

If a transformer is used, it should best do the entire
step up. The high frequency limit can be raised and a single
turn, low impedance loop makes possible the use of the single
turn primary.

There appears to be an advantage in eliminating the trans-
former and getting the necessary step up by winding the 7 ft.
loops with 30,000 turns. But, such loops would each need
125 miles or 201 km. of very fine unbroken wire. The distri-
buted capacitance would be very large and together with a
1 megohm resistance, the upper frequency response would be
severely limited. With any potting method, electrical leakage
between turns would be a problem.

11
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By contrast, the 30,000 transformer turns are wound on
a small diameter, making the distributed capacitance ;ower.
The turns are protected by the thick primary and pressure case
against mechanical stress and electrical leakage. The leakage
problem on the in'aiersed loops is eased by a factor of 9 x 10§.

Transformer Ratio with Transistor and Tube

Vacuum tubes rather than transistors are used in the pre-
amplifier; a much higher sensitivity is attainable at low
frequencies. The Deep Dip loops are not matched to the vacuum
tube inputs; matching is not applicable. An applicable case
will illustrate the point.

If a power source has a fixed impedance and emf, then the
maximum power will be dissipated ii, che load resistance when
the load resistance equals the source resistance and the load
reactance is equal and opposite to the source reactance
(tuning).

Transistors are matched approximately to the signal
source with transformers. The input is mainly resistive.
Since transistors have semi-conductor noise in addition to
the thermal, the optimum source resistance is a balance
between signal loss due to mismatch and damping of excess
noise by the input resistance.

Ideally, when matched, the source output voltage will
drop by half. In parallel with the source, the total input
resistance will drop by half and the thermal noise voltage
to 11V/Tof the source alone. The noise power to signal power
ratio of the source will therefore increase by a factor of 2,
or by 3db, in the ideal case. The excess noise of actual
transistors follows a 1/f law like the flicker noise of
vacuum tubes. Published measurements for the 2N2176 transistor,
show a noise increase of 3db per octave as the frequency is
decreased from a projected zero at 1,000 cps. Thus, the
semiconductor noise at I cps is akut 250 times greater than,
or 24db above, the thermal noise.

The noise figure, or ratio of actual noise to unavoid-
able thermal noise, is not much changed by using a low impedance
or a high impedance transistor circuit. When matched to the
input, the transistor noise must equal and may far exceed,
the source thermal noise.

12
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The GL6072 dual triode (interchangeable with the common
12AY7) has an input impedance of about i00 megohms at 100 cps,
mainly capacitative reactance. Since reactance has no thermal
noise, the equivalent input noise resistance need not be corres-
pondingly large. Together, shot noise and flicker noise total
11,600 ohms at 100 cps. At 1 cps the reactance is 10,000 meg-
ohms and the equivalent flicker noise resistance, 1 megohm.

The combination of very high capacitative reactance at
the input of a vacuum tube and the relatively low equivalent
noise resistance, makes it possible for a transformer to raise
the signal and thermal noise of the loop far above the noise
level of the tube. It could not be done with a transistor.

The 30,000:1 ratio of the present transformers, transforms
the 1.1 milliohm loop into 1 megohm. The thermal noise of the
loops therefore far exceeds th. cube noise except at the lowest
frequencies. Tube noise and loop thermal noise are equal at
1 cps. Above 100 cps a step up of about 3,000 would give an
acceptable to excellent noise figure. It is for this reason
that the magnetometers are not derated in sensitivity due to
the capacitative transformer roll-off past 1,000 cps. The
response or "voltage sensitivity" does not continue to rise
with frequency at the initial rate, but that can be compensated.

Increasing the step up to 300,000 would improve the 1-2
cps noise figure from 2.3db to 0.05db, a rather small advantage.
The higher frequency limit would suffer because of the added
distributed capacitance. Also the grid current tolerance
would be reduced. If the primary inductance was made adequate
for 0.01 cps by increasing the supermalloy toroid cross section,
then a 300,000 step up would give a 2.3db noise figure at 0.01
cps. However, it could not increade the basic loop sensitivity.
Only more area and more copper could do that.

For ultra low frequencies an attractive alternative to
higher step up is the use of a low flicker tungsten filament
for this input. With the present ratio, a 20X increase in
shot noise voltage could profitably be traded for a lOX
decrease in flicker noise voltage. Some electrometer tubes
have tungsten filaments with negligible grid current and input
admittance. If desired, extreme step up could be used.

In summary, while the step up from a very low impedance
to a vacuum tube can be made very high, the ratio should be
no higher than that required to overcome the flicker noise at
the lowest freauency of interest.

13
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The Use of Semiconductor Amplifiers

Let n equal amplifiers be driven by a common signal
generator. Each amplifier output has r ohms interns
impedance and an I ohm load. Figures 5a and 5b give the
equivalent output circuit. With any set of output voltages,
the parallel sum at any instant will be the arithmetical
mean. If the signal source produces v volts across each
load, then the voltage of the outputs connected in parallel
(Figure 5c) will alsi be v volts. It does not matter if the
common input signal is sinusoidal, a direct voltage, or an
erratic noise source; so long as the output signals are
coherent or equal at every instant, the parallel voltage is
the same as the single voltage with the impedance reduced to
,' /n.

If, however, the r.m.s. self noise of each amplifier
is s volts open circuit and s' across the load I , then when
n loaded amplifiers are placed in parallel, the r.m.s. noise
voltage will drop to s'/vii while a common-input-signal
component will remain at the same value as for one. The dif-
ference follows because while the r.m.s. self noise is the
same for each amplifier over a long time average, there is,
in general, no instantaneous coincidence.

The burden of a priori proof will be shifted to an
accepted similar case:

Above the flicker noise frequency range, where the
amplifier noise is uniformly distributed, a resistor
of johms can be raised to a temperature to yield a
thermal noise equal toasvoltb c.m.s. over the band-
width considered. Sincenhot resistors in parallel
equal A'/nohms, the thermal noise voltage (by e -

4KTBR) is correspondingly reduced to s//" , which was
to be shown.

In the flicker noise frequency range, the noise is taken
f constant over a narrow bandwidth, A resistor of
ohms may be raised to a higher temperature to equal

the flicker and shot noise. The previous reasoning
then applies to the parallel case and may be used
repeatedly Lo cover the range.

These is no essentiai difference between paralleling
vacuum tubes for a low noise input as above, and combining

... i. one ý.&vcj.pe to make a Luoe with n times the trans-
conductance (Gm). This is equivalent •o the triode noise law
Reg - 2.5; because since input noise e ocReg, then io ,C-.

14
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The principle of adding a number of signal sources to diminish
the ratio of incoherent noise is very basic in designing for
sens:.tivity.

No low-noise advantage results from connecting transistors
in parallel. Since these are already matched to the sgnal
source, input power must be divided between them. The number
of signal carriers would not be increased.

For low-noise applications, the common transistor has an
inherent disadvantage compared to a tube. However, the new
"field-effect" transistors are in principle equivalent to
a vacuum tube in that the input impedance can be largely
reactive while the equivalent noise resistor may be consider-
ably lower. The varactor diode too, used as a high frequency
valve, can provide high input impedance with low noise.9
In principle, such solid stat. devices can combine the
advantages of tube and transistor.

Constructional Details

An essential item in the performance of the Deep Dip
detector is the design of the transformer, coupling heavy
copper loop to vacuum tube grid.

The primary consists of a two piece copper cylinder hollowed
out to fit a toroidal core of supermalloy, Figure 6. The core,
a commercial item, is made of a 2 mil thick tape of super-
malloy wound into a roll and annealed at high temperature.
Zirconium oxide powder dusted betwee the layers acts as an
insulator to reduce eddy current losses. It withstands the
annealing temperature.

The roll is fitted into a plastic shcl. to protect the
supermalloy from mechanical stresses. Thirty thousand turns
of #42 wire are wound on the plastic case in six sections to
reduce distributed capacitance and terminated in two pigtails.
The windings are wrapped with thin plastic tape. The core is
inserted into the cylinder with the pigtails drawn through
a small hole to two terminals on the blank end of the primary.

The angle of the transformer lid is cut with the same
lathe setting as used for the mating surface on the cylinder,
after which the parts are silver plated for low surface
resistance. As the conical Lid is wedged into the mating
cylinder by the twelve bolts shown, the cylinder is stretched
au' thz d"e_• -' •e•.•¢3y isc~eased, insuring negligible
contact resistance.

'C
A. -0

•sA 4&
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A stranded flexible section of welding cable connects the
rigid loop to the transformer through conical connectors.
With careful machining, the silver plated connectors require
no mercury wetting for good contact. For some applications
the flexible cable could be soldered directly into the primary
before it was assembled.

The transformer is fastened to a fiberglass plate by
four #10 screws which enter tapped holes in the primary.
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- COINDUCliVITY SWITCH
•-BEACON TRANSMITTER

"BUOY, 1000 GAL. OIL
9 Fl

3 FT SWIVEL HOOK

I PRESSURE GAUGE-THERMOMETER

INSTRUMENTATION SPHERE

2 1/2 FT

JUNCTION BOX

Ir STEEL CABLE

50-75 FT

4 AMPLIFIER

LOOP ANTENNA

7 FT

SWIVEL HOOK

- RELEASE MECHANISM

BACK-UP RELEASE

WEIGHTED CARGO SLING

FIG. I AIDA LOOP MAGNETOMETER CONFIGURATION
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FIG. 3o IQUIVALENi LIRCUITAT TUBE GRID

E = INDUCED E M F IN ANTENNA LOOP

N z TRANSFORMER TURNS RATIO

Lp = PRIMARY INDUCTANCE

LO = ANTENNA INDUCTANCE

LS = LEAKAGE INDUCTANCE

Co = ANTENNA CAPACITANCE

Cs = SECONDARY SHUNT CAPACITANCE

Rs - SECONDARY RESISTANCE

R -- AANTENNA RESISTANCE

Rs EQUIVALENT
•" T TUBE NOISE

N2 R0  RSSO

AMPLIFIER INPUT R: 1600 + 106
f

NE

FIG 3b SIMPLIFIED EQUIVALENT CIRCUIT
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S s RMS AMPLIFIER SELF NOISE OUTPUT EMF

S'= SELF NOISE ACROSS LOAD

r =AMPLIFIER INTERNAL RESISTANCE
I I ' LOAD RESISTANCE

I' - NET RESISTANCE OF LOADED OUTPUT

FIG 5o EQUIVALENT OUTPUT CURCUIT

•>' I+r

FIG. 5b SIMPLIFIED EQUIVALENT OUTPUT CIRCUIT
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FIG. 5c PARALLEL CONNECTION OF OUTPUTS
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CABLE PLUG CONNECTOR

CLAMPING SCREW

COREISUPERMALLOY TAPE
PLASTIC SHELL

-PLASTIC TAPE
-WINDINGS

li-SECONDARY OUTPUT CON4NEC70R

FIG. 6 TOROIDAL CORE TRANSFORMER
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